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— LOCKS EQUIPPED WITH LEVER HANDLES ARE
RECOMMENDED FOR USE ON ACOUSTICAL DOORS

IF GLASS BY OVERLY:

UL LEVEL 3 GLASS CLAD
PLOYCARBONATE SHIPPED
LOOSE OR FACTORY INSTALLED

IF GLASS BY OTHERS: GLAZING
MUST BE UL LEVEL 3, NO
GREATER THAN 1-1/2" THICK,
AND THICKNESS SPECIFIED AT
TIME OF ORDER

SEE NOTE 6 —
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THIS DRAWING AND DESIGN ARE THE PROPERTY OF THE OVERLY
DOOR COMPANY. THIS DRAWING IS LOANED TO YOU SUBJECT TO
THE CONDITION THAT IT SHALL NOT BE REPRODUCED, COPIED,
LOANED OR OTHERWISE DISPOSED OF DIRECTLY OR INDIRECTLY.
IT SHALL NOT BE USED TO FURNISH ANY INFORMATION FOR THE
MAKING OF DRAWINGS, PRINTS OR APPARATUS, OR PARTS
THEREOF, EXCEPT WHERE OTHERWISE SPECIFICALLY PROVIDED
FOR BY CONTRACT AGREEMENT WITH THE OVERLY DOOR
COMPANY.

1-3/4" Thick Single UL Level 3 Metal Bullet
Resistant Acoustical Door with Enhanced Magnetic
Seals, Cam-Lift Hinges, Lock, & Single Glazed

Vision Light
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